
NEW
SGC 120

The new SGC 120 is centred on core 
attributes of versatility and user-friendliness. 
It is these, combined with exceptional quality 
that sets it apart from any other chamber of 
its type.

The SGC 120 is available in a variety of 
guises and offers a host of shelving and 
lighting options enabling it to be utilised for a 
range of applications. The shelves can easily 
be added or removed by the user giving 
maximum flexibility and ease of use.

It has been designed with the user in mind 
and as such has a host of features that 
reflect this, such as the SIMPAC controller 
and Colour Touch Panel for programming, 
digital safety thermostat, and eye level 
controls. 

The 3.5 inch TFT Colour Touch Panel allows a wide range of 
user programmable options to be selected. Temperature and 
humidity conditions can be set at the touch of a button, as 
can day/night timings. SIMPAC also features a 100 program 
memory, graphical representation of conditions inside the 
chamber and a user-settable safety thermostat to define upper 
and lower limits.

The design and functionality of SIMPAC is such that it
allows users to spend minimal time on the complexities
of programming and to concentrate on the tests themselves.



SGC 120 Plant Growth ChamberSGC 120 Constant Temperature Chamber

SGC 120 Seed Storage ChamberSGC 120 Tissue Culture Chamber

The SGC 120 Constant 
Temperature Chamber is a 
steady state testing product, 
ideally suited to: 

Biological Storage
Incubation
Tissue Storage
Media Storage
Conditioning Applications 

• -2°C to +40°C
• 5 wire shelves as standard
• 3.4m2 shelf space
• Minimal footprint size using 	
  less space
• Cost effective
• User friendly

The SGC 120 Tissue Culture 
Chamber offers a future proof 
solution with outstanding control 
performance to cope with the
changing demands of tissue 
culture research. Optional 
humidity of up to 80%RH is  
available, further widening the 
range of capabilities of the 
SGC 120.

• 5 shelves as standard
• 3.4m2 shelf area
• -2°C to 40°C lights off 
• +5°C to +35°C with full 		
   lighting
• Optional humidity up to 80%RH




